
 

United Nations Code for Trade and Transport Locations (UN/LOCODE) for Cameroon 

N.B. To check the official, current database of UN/LOCODEs see: https://www.unece.org/cefact/locode/service/location.html 
 

UN/LOCODE Location Name State Functionality Status Coordinatesi 

CM BEL  Bélabo  ES  Rail terminal; Road terminal;  Recognised location 0456N 01318E  

CM BFX  Bafoussam    Road terminal; Airport;  Code adopted by IATA or ECLAC    

CM BLC  Bali    Airport;  Code adopted by IATA or ECLAC    

CM BNB  Bonabéri  LT  Road terminal;  Recognised location 0405N 00939E  

CM BPC  Bamenda    Airport;  Request under consideration 0556N 01010E  

CM BTA  Bertoua    Airport;  Request under consideration 0435N 01341E  

CM BUA  Buea    Road terminal;  Recognised location   

CM CMO  Campo    Function not known  Request under consideration   

CM DLA  Douala    Port; Airport; Postal exchange office;  Code adopted by IATA or ECLAC    

CM DSC  Dschang    Airport;  Code adopted by IATA or ECLAC    

CM EBT  Ebomé Terminal    Rail terminal; Road terminal;  Recognised location 0248N 00949E  

CM EBW  Ebolowa    Airport;  Request under consideration   

CM EDA  Edéa    Rail terminal; Road terminal;  Recognised location 0346N 01007E  

CM EKO  Ekok  SW  Postal exchange office;  Recognised location 0548N 00853E  

CM FOM  Foumban    Airport;  Request under consideration 0543N 01055E  

CM GOU  Garoua  NO  Port; Road terminal; Airport;  Code adopted by IATA or ECLAC  0918N 01324E  

CM GRB  Garoua Boulaï  ES  Road terminal; Postal exchange office;  Code adopted by IATA or ECLAC  0553N 01433E  

CM GXX  Yagoua    Airport;  Request under consideration 1021N 01514E  

CM KBI  Kribi    Port; Airport;  Code adopted by IATA or ECLAC    

CM KLE  Kaele    Airport;  Request under consideration 1007N 01426E  

CM KOB  Koutaba    Airport;  Code adopted by IATA or ECLAC    
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CM KOL  Kole Terminal    Port;  Request under consideration   

CM KSI  Kousséri  EN  Postal exchange office;  Code adopted by IATA or ECLAC  1204N 01501E  

CM KUM  Kumba  SW  Port; Multimodal function, ICD etc.;  Recognised location 0438N 00926E  

CM KYE  Kye-Ossi  SU  Postal exchange office;  Code adopted by IATA or ECLAC  0215N 01115E  

CM LIM  Limbe    Port; Rail terminal; Road terminal;  Recognised location 0401N 00913E  

CM LIT  Limboh Terminal    Port;  Request under consideration   

CM MBA  Mbalmayo  CE  Road terminal;  Recognised location 0331N 01130E  

CM MMF  Mamfe    Airport;  Code adopted by IATA or ECLAC    

CM MOR  Mora  EN  Postal exchange office;  Code adopted by IATA or ECLAC  1102N 01408E  

CM MOU  Moudi Terminal    Port; Road terminal;  Recognised location 0407N 00829E  

CM MSG  Massongo Terminal    Fixed transport function (e.g. oil platform);  Recognised location 0413N 00847E  

CM MVR  Maroua    Airport;  Code adopted by IATA or ECLAC    

CM NDP  Ndop  NW  Road terminal;  Recognised location 0600N 01025E  

CM NGE  Ngaoundéré  AD  Rail terminal; Road terminal;  Recognised location 0719N 01335E  

CM NKS  Nkongsamba    Rail terminal; Road terminal; Airport;  Recognised location 0456N 00956E  

CM OUR  Batouri    Airport;  Code adopted by IATA or ECLAC    

CM TKC  Tiko    Port; Airport;  Code adopted by IATA or ECLAC    

CM VIC  Victoria  SW  Road terminal;  Request under consideration 0400N 00911E  

CM YAO  Yaoundé  CE  Airport; Postal exchange office;  Code adopted by IATA or ECLAC  0352N 01131E  

 

                                                           
i
This column contains the geographical coordinates (latitude/longitude) of the location, if there is any. In order to avoid unnecessary use of non-standard characters and 

space, the following standard presentation is used: 

0000lat 00000long (lat - Latitude: N or S ; long – Longitude: W or E, only one digit, capital letter) 

Where the last two rightmost digits refer to minutes and the first two or three digits refer to the degrees for latitude and longitude respectively. In addition, you must 
specify N or S for latitude and W or E for longitude, as appropriate. 




