
 

United Nations Code for Trade and Transport Locations (UN/LOCODE) for North Korea 

N.B. To check the official, current database of UN/LOCODEs see: https://www.unece.org/cefact/locode/service/location.html 
 

UN/LOCODE Location Name State Functionality Status Coordinatesi 

KP CCD  Tanyang    Multimodal function, ICD etc.;  Recognised location 3659N 12821E  

KP CHO  Chongjin    Port;  Request under consideration   

KP FNJ  Pyongyang    Airport; Postal exchange office;  Code adopted by IATA or ECLAC    

KP GEN  Gensan    Port;  QQ    

KP HAE  Haeju    Port;  Request under consideration   

KP HGM  Hungnam    Port;  QQ    

KP KSN  Kaesong    Rail terminal; Road terminal;  Recognised location   

KP NAM  Nampo    Port; Rail terminal; Road terminal;  Request under consideration   

KP NJN  Najin    Road terminal;  Request under consideration   

KP ODA  Odaejin    Port;  AS  4123N 12945E  

KP PNG  Panjang    Rail terminal; Road terminal;  Recognised location 3830N 12505E  

KP REM  Bumpyo (Rempo)    Function not known  Request under consideration   

KP RIW  Riwon    Port;  AS  4019N 12838E  

KP SAM  Samcha do    Port;  AS  3924N 12443E  

KP SGO  Songdo  05  Road terminal;  Recognised location 3823N 12536E  

KP SII  Sinuiju    Rail terminal; Road terminal;  Recognised location   

KP SIN  Sinpo    Port;  AS  4004N 12816E  

KP SON  Songjin    Port;  Request under consideration   

KP WON  Wonsan    Port;  Request under consideration   
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i
This column contains the geographical coordinates (latitude/longitude) of the location, if there is any. In order to avoid unnecessary use of non-standard characters and 

space, the following standard presentation is used: 

0000lat 00000long (lat - Latitude: N or S ; long – Longitude: W or E, only one digit, capital letter) 

Where the last two rightmost digits refer to minutes and the first two or three digits refer to the degrees for latitude and longitude respectively. In addition, you must 
specify N or S for latitude and W or E for longitude, as appropriate. 




