
 

United Nations Code for Trade and Transport Locations (UN/LOCODE) for Swaziland 

N.B. To check the official, current database of UN/LOCODEs see: https://www.unece.org/cefact/locode/service/location.html 
 

UN/LOCODE Location Name State Functionality Status Coordinatesi 

SZ 7DS  Sidvokodvo    Port; Road terminal;  Recognised location 2637S 03127E  

SZ AGN  Agno    Multimodal function, ICD etc.;  Recognised location 4559N 00851E  

SZ EPA  Epagny    Multimodal function, ICD etc.;  Request under consideration 4658N 00708E  

SZ EZU  Ezulwini    Multimodal function, ICD etc.;  Recognised location 2624S 03110E  

SZ KLB  Kollbrunn    Multimodal function, ICD etc.;  Recognised location 4727N 00847E  

SZ LHH  Lomahasha    Multimodal function, ICD etc.;  Request under consideration 2559S 32000E  

SZ MAL  Malkerns    Port; Road terminal;  Recognised location 2634S 03111E  

SZ MAT  Matsapha    Road terminal;  Request under consideration   

SZ MHU  Mhlume    Road terminal;  Recognised location 2602N 03151E  

SZ MLY  Mahlanya    Road terminal;  Recognised location 2630S 03117E  

SZ MOT  Motshane    Multimodal function, ICD etc.;  Request under consideration 2619S 03108E  

SZ MTS  Manzini    Airport; Postal exchange office;  Code adopted by IATA or ECLAC    

SZ NHL  Nhlangano    Port; Road terminal;  Recognised location 2707S 03112E  

SZ QMN  Mbabane    Rail terminal; Airport; Postal exchange office;  Code adopted by IATA or ECLAC    

SZ SHO  King Mswati III 
International Apt  

  Airport;  Recognised location 2621S 03143E  

SZ UBO  Ubombo    Road terminal;  Recognised location 2734S 03205E  
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i
This column contains the geographical coordinates (latitude/longitude) of the location, if there is any. In order to avoid unnecessary use of non-standard characters and 

space, the following standard presentation is used: 

0000lat 00000long (lat - Latitude: N or S ; long – Longitude: W or E, only one digit, capital letter) 

Where the last two rightmost digits refer to minutes and the first two or three digits refer to the degrees for latitude and longitude respectively. In addition, you must 
specify N or S for latitude and W or E for longitude, as appropriate. 




